
MEMBRANE SEAMS SHOULD NOT INTERSECT DRAIN CLAMPING RING.

MODIFIED BITUMEN ROOF MEMBRANE
COMPATIBLE ROOF CEMENT

MEMBRANE FIELD PLIES, METAL FLASHING AND STRIPPING
SHEET EXTEND UNDER CLAMPING  RING

CAST-IRON DRAIN BOWL
DECK CLAMP
CLAMPING RING

TAPERED INSULATION

ROOF DECK PROPERLY SUPPORTED AT DRAINS.
ROOF DRAIN HEIGHT FROM DECK MAY VARY -- SEE
THE BUR/MB INTRODUCTION FOR ADDITIONAL
INFORMATION

2.
1.
NOTES:

THERMAL INSULATION

MODIFIED BITUMEN MEMBRANE
STRIPPING SHEET

1''x4'' SHEET-METAL GRAVEL STOP, APPROX. 30'' SQUARE, SET
IN ROOF CEMENT WITH MODIFIED BITUMEN MEMBRANE
STRIPPING SHEET.  PRIME METAL FLANGE 30'' SQUARE MINIMUM, 2 1/2 LB. LEAD OR 16 OZ. SOFT

COPPER FLASHING SET ON FINISHED ROOF IN
COMPATIBLE ROOF CEMENT. PRIME  TOP SURFACE
BEFORE STRIPPING

DRAIN STRAINERCOVER-BOARD

REFER TO THE BUR/MB INTRODUCTION OF THE NRCA ROOFING MANUAL FOR ADDITIONAL INFORMATION.

J

7
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(UPPER SECTION)
1" TO EDGE OF BRICK

SEISMIC COLORSEAL - DS AS
MANUFACTURED BY EMSEAL OR APPROVED
EQUAL.  COLOR TO MATCH STRUCTURED
POLYCARBONATE PANEL ASSEMBLY
AS APPROVED BY ARCHITECT
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3" STRUCTURAL METAL MULLION, WHITE.
B.O.D.: POOL ENCLOSURES, INC.

1" WHITE POLYCARBONATE PANEL
B.O.D.: POOL ENCLOSURES, INC.

12GA. BREAK METAL SILL, BELOW

EXISTING BRICK WALL
CONSTRUCTION, TO REMAIN

STAINLESS STEEL INTERMEDIATE RAILS - 1"
DIAMETER TYPICAL FOR 5 EQUALLY SPACED

1-1/2" DIAMETER STAINLESS STEEL POST

STAINLESS STEEL 1-1/2" DIAMETER TOP RAIL
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STAINLESS STEEL 1-1/2" DIAMETER BOTTOM
RAIL
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STAINLESS STEEL 1-1/2" HANDRAIL WHERE
BOTH GUARD AND HANDRAIL ARE REQUIRED.
SEE PLAN

3/8
"

ALUMINUM DOOR JAMB

BACKER ROD AND SEALANT

CONCRETE KNEE WALL

ALUMINUM THRESHOLD

ALUMINUM DOOR

3" METAL MULLION, WHITE.
B.O.D.: POOL ENCLOSURES, INC.

SHIM, AS REQUIRED

1'-
0"

ALUMINUM DOOR JAMB

BACKER ROD AND SEALANT
12GA. BREAK METAL SILL, OVER
 CONCRETE KNEE WALL, BELOW

ALUMINUM THRESHOLD

ALUMINUM DOOR

3" METAL MULLION, WHITE.
B.O.D.: POOL ENCLOSURES, INC.

SHIM, AS REQUIRED

1" METAL PANEL, WHITE

1" WHITE POLYCARBONATE PANEL
B.O.D.: POOL ENCLOSURES, INC.
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"

7/8
"2

 3/
4"

E

1" WHITE POLYCARBONATE PANEL
B.O.D.: POOL ENCLOSURES, INC.

1" WHITE POLYCARBONATE PANEL
B.O.D.: POOL ENCLOSURES, INC.

3" STRUCTURAL METAL MULLION, WHITE.
B.O.D.: POOL ENCLOSURES, INC.

3" METAL MULLION, WHITE.
B.O.D.: POOL ENCLOSURES, INC.

.04 ALUMINUM CLOSURE ANGLE

12GA. BREAK METAL SILL, OVER
 CONCRETE KNEE WALL, BELOW

E

1" WHITE POLYCARBONATE PANEL
B.O.D. POOL ENCLOSURES, INC.

3" STRUCTURAL METAL MULLION, WHITE
B.O.D. POOL ENCLOSURES, INC.

1" METAL MULLION WHITE
B.O.D. POOL ENCLOSURES, INC.

1" METAL PANEL, WHITE
B.O.D. POOL ENCLOSURES, INC.

12GA. BREAK METAL SILL, OVER
 CONCRETE KNEE WALL, BELOW

ROOF DECK

THERMAL INSULATION

REINFORCED MEMBRANE ATTACHMENT STRIP
WITH SEAM PLATES AND FASTENERS
SEE THE EPDM/SP INTRODUCTION FOR
ALTERNATE BASE SECUREMENT OPTIONS

EPDM ROOF MEMBRANE

ADHERED MEMBRANE FLASHING

INSTALL SEALANT BEHIND MEMBRANE

TERMINATION BAR FASTENED WITH
APPROPRIATE FASTENERS APPROX. 12'' O.C.

REMOVABLE SHEET-METAL COUNTERFLASHING

FASTENERS
EXISTING SHEET-METAL RECEIVER

THE JOINTS IN THE SHEET-METAL COUNTERFLASHING SHOULD NOT BE SOLDERED.
NOTES:
1.

EXISTING MASONRY WALL AND FLASHING

BONDING ADHESIVE
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COVER-BOARD

05500.A19 - 3" ID PIPE
SLEEVE WITH (4) 3" LONG
ANCHORS, WELD PLATE TO
BOTTOM OF SLEEVE

1-1
/2"

METAL NON SLIP
TREAD

CONCRETE
EMBED

4"

SEALING MATERIAL -- MUST BE CONTINUOUS
ON TOP OF THE CURB

BASE FLASHING
COUNTERFLASHING

FASTENERS
WOOD NAILER

FLASHING RECEIVER

BASE OF UNIT EXTENDS 1/2'' MINIMUM BEYOND
TOP OF CURB

MECHANICAL UNIT, HOOD, ETC.

2 X 6 MIN. WOOD NAILER
ATTACHED TO SUBSTRATE --
OVERALL THICKNESS TO MATCH
INSULATION

THERMAL INSULATION
COVER-BOARD
MODIFIED-BITUMEN ROOF MEMBRANE

ROOF DECK

EXTENDED FIELD PLIES ABOVE TOP OF CANT

FASTENERS APPROX. 8'' O.C.

REMOVABLE SHEET-METAL
COUNTERFLASHING

FASTENERS, MINIMUM TWO
FASTENERS PER SIDE

SEALING MATERIAL

PRIME SURFACE AS REQUIREDINSULATED
PREFABRICATED
METAL CURB

WOOD NAILER

ROOFTOP EQUIPMENT FRAME

REFER TO THE ARCHITECTURAL SHEET METAL SECTION OF THE NRCA ROOFING AND
WATERPROOFING MANUAL FOR JOINERY AND SECUREMENT OPTIONS FOR SHEET METAL.

WHEN POSSIBLE, THE MECHANICAL UNITS SHOULD NOT BE SET UNTIL THE ROOF MEMBRANE
AND FLASHING HAVE BEEN INSTALLED.

THE CURBS, TOP WOOD NAILER AND SEAL STRIP ARE TO BE SUPPLIED BY THE CURB
MANUFACTURER.

NOTES:

2.

3.

1.

BACKER

MEMBRANE FLASHING SHEET ADHERED TO BACKER, MOP-
OR COLD APPLIED (FOR ROOF SYSTEMS WITH FACTORY-
APPLIED GRANULE SURFACING, THE MULTIPLE-PLY
MEMBRANE FLASHING CAN BE INSTALLED BETWEEN THE
BASE PLY AND GRANULE-SURFACED SHEET)

1'' MINIMUM BELOW TOP OF CURB

APPROX. 4''
FL
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Project Number Scale

Project Manager Structural Engineer

P.O. BOX 24
40 LITTLE ROAD
ZIEGLERVILLE, PA, 19492
Tel   (610) 287-3194

WZG, STRUCTURAL
CONSULTING
ENGINEERS

MEP/FP Engineer

7330 CHAPEL HILL ROAD,
SUITE 202
RALEIGH, NC, 27606
Tel   (919) 858-7420

APOGEE
CONSULTING
GROUP

Fire Protection Consultant

7508 E. INDEPENDENCE
BLVD., SUITE 116
CHARLOTTE, NC, 28277
Tel   (704) 531-9077

HARRINGTON
GROUP

Cost Estimator

410 E. 21 STREET
CHESTER, PA, 19013
Tel   (610) 872-3716

BRAY MOONEY
CONSULTING

of

542-CSI-203

69

FULLY SPRINKLERED

410 E. 21 STREET
CHESTER, PA, 19013
Tel   (610) 872-3716

BRAY MOONEY
CONSULTING

Aquatic Consultant

1823 DEEP RUN ROAD
PIPERSVILLE, PA, 18947
Tel   (215) 766-0409

ATLANTIC
AQUATIC
ENGINEERING

Civil Engineer

2453 N DELAWARE STREET
INDIANAPOLIS, IN 46205
Tel   (317) 800-6388

GUIDON DESIGN
Architect

2520 RENAISSANCE BLVD.,
SUITE 110
KING OF PRUSSIA, PA, 19406
Tel   (610) 270-0599

ARRAY HEALTHCARE
FACILITIES
SOLUTIONS

Associate Architects

1251 ROMANSVILLE ROAD
COATESVILLE, PA, 19320
Tel   (610) 383-4460

W. COOK
ARCHITECTS

NOTE: SEE SHEET AE-002 FOR ALTERNATES

As indicated RENOVATE BUILDING 69

TN BG

EXTERIOR AND ROOF DETAILS

1/22/2014 31 86

AE601

ISSUED FOR BID
3627

1400 Black Horse Hill, Coatesville, PA

1 : 6F2 SECTION AT ROOF DRAIN

 1 1/2" = 1'-0"D6 DETAIL @ POOL ENCLOSURE CONNECTION TO BRICK WALL

 1 1/2" = 1'-0"F8 TYPICAL PIPE RAILING SECTION

 1 1/2" = 1'-0"D7 DETAIL @ MECHANICAL AREA DOOR

 1 1/2" = 1'-0"B5 DETAIL @ MECHANICAL AREA DOOR ABOVE KNEE WALL

 1 1/2" = 1'-0"C5 DETAIL @ POOL ENCLOSURE JOINT

 1 1/2" = 1'-0"B3 DETAIL @ POOL ENCLOSURE CORNER

1 : 6F1 BASE FLASHING AT WALL SUPPORTED DECK

 1" = 1'-0"D8 CONCRETE STAIR HANDRAIL ANCHORING DETAIL

 1" = 1'-0"A7 CONCRETE STAIR NOSING DETAIL

1 : 6B1 MOP OR COLD-APPLIED FLASHING AT INSULATED PREFABRICATED METAL CURB

Revisions Date
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